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1. REVISIONS TO PERMIT 10-1111 CA INCORPORATED WITHIN THIS SUBMISSION AT PLANNING AND ZONING OFFICE REQUEST. 10
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WEST ELEVATION

EXTERIOR ELEVATION NOTES:

1. EXTERIOR INSULATED METAL WALL PANELS, RUN JOINTS HORIZONTALLY,
COLOR TO MATCH SILVER PANELS ON EXISTING BUILDING.

- COLOR: SILVER PANEL: KINGSPAN INSULATED PANEL, 26 GAUGE GALVANIZED
STEEL, STUCCO EMBOSSED, SHADOW LINE PROFILE, KYNAR FINISH,
EXTERIOR COLOR SILVER METALIC / INTERIOR COLOR IMPERIAL WHITE.

2. INSULATED CURTAINWALL GLAZING SYSTEM, FINISH TO MATCH EXISTING
BUILDING WINDOW SYSTEMS. COLOR: ALUMINUM, CLEAR ANODIZED FINISH.

3. INSULATED CURTAINWALL GLAZING SYSTEM WITH DOOR, FINISH TO MATCH
EXISTING BUILDING WINDOW SYSTEMS. COLOR: ALUMINUM, CLEAR ANODIZED
FINISH.

4. GUARDRAIL W/ HORIZONTAL CABLES, 44" A.F.F., ALUMINUM FINISH.

5. 12" PARAPET ABOVE EXISTING ROOF LINE. BOTTOM OF TRIM / DRIP EDGE
TO MATCH EXISTING LINE.

6. STEEL TRELLIS W/ FINS FOR SOLAR CONTROL, ALUMINUM FINISH.

7. COVERED EGRESS PATH WITH PROPOSED SOLAR PANELS, ALUMINUM FINISH.

- OWNER REVIEWING CONTRACT OPTIONS TO FINALIZE PV DESIGN.

8. WOOD SLAT WALL BETWEEN COLUMNS, CEDAR, SOFT GRAY WASH STAIN
FINISH, 5'-6" HIGH.
9. EXTERIOR BUILDING / GARDEN SHED, EXTERIOR INSULATED METAL WALL PANELS
TO MATCH THE NEW BUILDING COLOR AND PROFILE.
10. 8FT HIGH WALL TO BLOCK EXHAUST FAN, EXTERIOR INSULATED METAL WALL
PANELS TO MATCH THE NEW BUILDING COLOR AND PROFILE.
11. RAIL W/ HORIZONTAL CABLES TO DETER PUBLIC FROM ENTERING NON-PUBLIC
SPACES, 32" HIGH A.F.F., ALUMINUM FINISH.
12. STEEL FRAME WITH ROOF TO COVER EGRESS STAIRS, ALUMINUM FINISH.
- EGRESS ONLY SWING DOOR TO LEAVE / KEY ONLY ACCESS TO ENTER UP.
- MESH SECURITY SCREEN.

GENERAL NOTES:

1. REVISIONS TO PERMIT 10-1111 CA INCORPORATED WITHIN THIS SUBMISSION AT
PLANNING AND ZONING OFFICE REQUEST.

A. MECHANICAL DESIGNER STEPPED DOWN FROM PROJECT PART WAY
THROUGH DESIGN AND AFTER PERMIT 10-1111 CA WAS SUBMITTED.
FINAL LOCATIONS OF MECHANICAL UNITS SHOWN IN THIS SUBMISSION.

B. NO MECHANICAL UNITS ARE PROPOSED TO BE SCREENED EXCEPT THE
EXHAUST FAN DUE TO PROXIMITY OF PATIO AREA.

C. LOADING DOCK SLOPED ROOF REMOVED DURING CONSTRUCTION TO
REPLACE EXTERIOR INSULATED METAL PANELS. AT THAT TIME IT WAS
DETERMINED IT WOULD NOT TO BE PLACED BACK ON THE BUILDING.

D. REPLACE ALL EXISTING WINDOWS TO FILL SAME OPENING SIZE.

MATCH FINISH AND COLOR OF EXISTING WINDOW.

E. ADD NEW WINDOW FOR OPTIMAL DAYLIGHTING. MATCH FINISH
AND COLOR OF EXISTING WINDOW.

F. ALTER WINDOW SIZE / ARRANGEMENT OF MULLIONS FOR OPTIMAL

USE AND DAYLIGHTING. MATCH FINISH AND COLOR OF EXISTING WINDOW.

G. DELETE WINDOW.

H. REPLACE ALL EXISTING WINDOWS TO FILL SAME OPENING SIZE.
CHANGE ARRANGEMENT OF MULLIONS FOR OPTIMAL USE AND
DAYLIGHTING. MATCH FINISH AND COLOR OF EXISTING WINDOW.

2. SEE LANDSCAPE DRAWINGS FOR MORE INFORMATION.
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. EXTERIOR INSULATED METAL WALL PANELS, RUN JOINTS HORIZONTALLY,
COLOR TO MATCH SILVER PANELS ON EXISTING BUILDING.

- COLOR: SILVER PANEL: KINGSPAN INSULATED PANEL, 26 GAUGE GALVANIZED
STEEL, STUCCO EMBOSSED, SHADOW LINE PROFILE, KYNAR FINISH,
EXTERIOR COLOR SILVER METALIC / INTERIOR COLOR IMPERIAL WHITE.

. INSULATED CURTAINWALL GLAZING SYSTEM, FINISH TO MATCH EXISTING
BUILDING WINDOW SYSTEMS. COLOR: ALUMINUM, CLEAR ANODIZED FINISH.

. INSULATED CURTAINWALL GLAZING SYSTEM WITH DOOR, FINISH TO MATCH
EXISTING BUILDING WINDOW SYSTEMS. COLOR: ALUMINUM, CLEAR ANODIZED
FINISH.

. GUARDRAIL W/ HORIZONTAL CABLES, 44" A.F.F., ALUMINUM FINISH.

. 12" PARAPET ABOVE EXISTING ROOF LINE. BOTTOM OF TRIM / DRIP EDGE
TO MATCH EXISTING LINE.

. STEEL TRELLIS W/ FINS FOR SOLAR CONTROL, ALUMINUM FINISH.

. COVERED EGRESS PATH WITH PROPOSED SOLAR PANELS, ALUMINUM FINISH.

- OWNER REVIEWING CONTRACT OPTIONS TO FINALIZE PV DESIGN.

. WOOD SLAT WALL BETWEEN COLUMNS, CEDAR, SOFT GRAY WASH STAIN
FINISH, 5'-6" HIGH.

. EXTERIOR BUILDING / GARDEN SHED, EXTERIOR INSULATED METAL WALL PANELS
TO MATCH THE NEW BUILDING COLOR AND PROFILE.

10. 8FT HIGH WALL TO BLOCK EXHAUST FAN, EXTERIOR INSULATED METAL WALL

1

PANELS TO MATCH THE NEW BUILDING COLOR AND PROFILE.
1. RAIL W/ HORIZONTAL CABLES TO DETER PUBLIC FROM ENTERING NON-PUBLIC
SPACES, 32" HIGH A.F.F., ALUMINUM FINISH.

12. STEEL FRAME WITH ROOF TO COVER EGRESS STAIRS, ALUMINUM FINISH.

- EGRESS ONLY SWING DOOR TO LEAVE / KEY ONLY ACCESS TO ENTER UP.
- MESH SECURITY SCREEN.

GENERAL NOTES:

1. REVISIONS TO PERMIT 10-1111 CA INCORPORATED WITHIN THIS SUBMISSION AT
PLANNING AND ZONING OFFICE REQUEST.

A. MECHANICAL DESIGNER STEPPED DOWN FROM PROJECT PART WAY
THROUGH DESIGN AND AFTER PERMIT 10-1111 CA WAS SUBMITTED.
FINAL LOCATIONS OF MECHANICAL UNITS SHOWN IN THIS SUBMISSION.

B. NO MECHANICAL UNITS ARE PROPOSED TO BE SCREENED EXCEPT THE
EXHAUST FAN DUE TO PROXIMITY OF PATIO AREA.

C. LOADING DOCK SLOPED ROOF REMOVED DURING CONSTRUCTION TO
REPLACE EXTERIOR INSULATED METAL PANELS. AT THAT TIME IT WAS
DETERMINED IT WOULD NOT TO BE PLACED BACK ON THE BUILDING.

D. REPLACE ALL EXISTING WINDOWS TO FILL SAME OPENING SIZE.

MATCH FINISH AND COLOR OF EXISTING WINDOW.

E. ADD NEW WINDOW FOR OPTIMAL DAYLIGHTING. MATCH FINISH
AND COLOR OF EXISTING WINDOW.

F. ALTER WINDOW SIZE / ARRANGEMENT OF MULLIONS FOR OPTIMAL

USE AND DAYLIGHTING. MATCH FINISH AND COLOR OF EXISTING WINDOW.

G. DELETE WINDOW.

H. REPLACE ALL EXISTING WINDOWS TO FILL SAME OPENING SIZE.
CHANGE ARRANGEMENT OF MULLIONS FOR OPTIMAL USE AND
DAYLIGHTING. MATCH FINISH AND COLOR OF EXISTING WINDOW.

2. SEE LANDSCAPE DRAWINGS FOR MORE INFORMATION.
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1. EXTERIOR INSULATED METAL WALL PANELS, RUN JOINTS HORIZONTALLY,

\ COLOR TO MATCH SILVER PANELS ON EXISTING BUILDING.
{ 1 - COLOR: SILVER PANEL: KINGSPAN INSULATED PANEL, 26 GAUGE GALVANIZED
7 6 STEEL, STUCCO EMBOSSED, SHADOW LINE PROFILE, KYNAR FINISH,
8 9 /’ 2 EXTERIOR COLOR SILVER METALIC / INTERIOR COLOR IMPERIAL WHITE.
2. INSULATED CURTAINWALL GLAZING SYSTEM, FINISH TO MATCH EXISTING

T.O. STEEL 137-8 1/2" 12 [\ \ / BUILDING WINDOW SYSTEMS. COLOR: ALUMINUM, CLEAR ANODIZED FINISH.

-$ - a a a - a B a - - - . 8. y - B - - - B - - = - a _ a - a 3. INSULATED CURTAINWALL GLAZING SYSTEM WITH DOOR, FINISH TO MATCH
\ | 10 EXISTING BUILDING WINDOW SYSTEMS. COLOR: ALUMINUM, CLEAR ANODIZED
EXTENT OF ROOF - ‘

CONSTRUCTION ‘ — |

4 5. 12" PARAPET ABOVE EXISTING ROOF LINE. BOTTOM OF TRIM / DRIP EDGE
5 TO MATCH EXISTING LINE.
6. STEEL TRELLIS W/ FINS FOR SOLAR CONTROL, ALUMINUM FINISH.
7. COVERED EGRESS PATH WITH PROPOSED SOLAR PANELS, ALUMINUM FINISH.
- OWNER REVIEWING CONTRACT OPTIONS TO FINALIZE PV DESIGN.
8. WOOD SLAT WALL BETWEEN COLUMNS, CEDAR, SOFT GRAY WASH STAIN
‘ ‘ ' FINISH, 5'-6" HIGH.
| | | -’ 9. EXTERIOR BUILDING / GARDEN SHED, EXTERIOR INSULATED METAL WALL PANELS
TO MATCH THE NEW BUILDING COLOR AND PROFILE.
! ! ! 10. 8FT HIGH WALL TO BLOCK EXHAUST FAN, EXTERIOR INSULATED METAL WALL
PANELS TO MATCH THE NEW BUILDING COLOR AND PROFILE.
11. RAIL W/ HORIZONTAL CABLES TO DETER PUBLIC FROM ENTERING NON-PUBLIC
SPACES, 32" HIGH A.F.F., ALUMINUM FINISH.
12. STEEL FRAME WITH ROOF TO COVER EGRESS STAIRS, ALUMINUM FINISH.
- EGRESS ONLY SWING DOOR TO LEAVE / KEY ONLY ACCESS TO ENTER UP.
‘ - MESH SECURITY SCREEN.
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GENERAL NOTES:
1. REVISIONS TO PERMIT 10-1111 CA INCORPORATED WITHIN THIS SUBMISSION AT

N AVERAGE FINISH GRADE PLANNING AND ZONING OFFICE REQUEST.
. _ _ - . - - . . - - - - - - - - - - . - - - - - - - - - - - - - - - - - - - - - - - A. MECHANICAL DESIGNER STEPPED DOWN FROM PROJECT PART WAY
_$ F.F: 100™-0" THROUGH DESIGN AND AFTER PERMIT 10-1111 CA WAS SUBMITTED.

N B B B N B B B N B B B N B B B N B B B N N B B B N B B B N B B B N B B B N B B B N B FINAL LOCATIONS OF MECHANICAL UNITS SHOWN IN THIS SUBMISSION.
B. NO MECHANICAL UNITS ARE PROPOSED TO BE SCREENED EXCEPT THE
EXHAUST FAN DUE TO PROXIMITY OF PATIO AREA.

C. LOADING DOCK SLOPED ROOF REMOVED DURING CONSTRUCTION TO

REPLACE EXTERIOR INSULATED METAL PANELS. AT THAT TIME IT WAS
DETERMINED IT WOULD NOT TO BE PLACED BACK ON THE BUILDING.
D. REPLACE ALL EXISTING WINDOWS TO FILL SAME OPENING SIZE.
MATCH FINISH AND COLOR OF EXISTING WINDOW.
E. ADD NEW WINDOW FOR OPTIMAL DAYLIGHTING. MATCH FINISH
AND COLOR OF EXISTING WINDOW.

F. ALTER WINDOW SIZE / ARRANGEMENT OF MULLIONS FOR OPTIMAL e g
USE AND DAYLIGHTING. MATCH FINISH AND COLOR OF EXISTING WINDOW. §z o
G. DELETE WINDOW. £
H. REPLACE ALL EXISTING WINDOWS TO FILL SAME OPENING SIZE. Fal
CHANGE ARRANGEMENT OF MULLIONS FOR OPTIMAL USE AND N §Fof
DAYLIGHTING. MATCH FINISH AND COLOR OF EXISTING WINDOW. ﬁ
2. SEE LANDSCAPE DRAWINGS FOR MORE INFORMATION. S
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BUILDING SECTION NOTES:
1. EXTERIOR INSULATED METAL WALL PANELS, RUN JOINTS HORIZONTALLY,
COLOR TO MATCH SILVER PANELS ON EXISTING BUILDING.

- COLOR: SILVER PANEL: KINGSPAN INSULATED PANEL, 26 GAUGE GALVANIZED
STEEL, STUCCO EMBOSSED, SHADOW LINE PROFILE, KYNAR FINISH,
EXTERIOR COLOR SILVER METALIC / INTERIOR COLOR IMPERIAL WHITE.

2. INSULATED CURTAINWALL GLAZING SYSTEM, FINISH TO MATCH EXISTING

BUILDING WINDOW SYSTEMS. COLOR: ALUMINUM, CLEAR ANODIZED FINISH.

3. INSULATED CURTAINWALL GLAZING SYSTEM WITH DOOR, FINISH TO MATCH
EXISTING BUILDING WINDOW SYSTEMS. COLOR: ALUMINUM, CLEAR ANODIZED
FINISH.

. GUARDRAIL W/ HORIZONTAL CABLES, 44" A.F.F., ALUMINUM FINISH.

12" PARAPET ABOVE EXISTING ROOF LINE. BOTTOM OF TRIM / DRIP EDGE

TO MATCH EXISTING LINE.

STEEL TRELLIS W/ FINS FOR SOLAR CONTROL, ALUMINUM FINISH.

. FLASH, INSULATE & WRAP RAISED CONCRETE SLAB W/ TPO FULLY ADHERED

MEMBRANE ROOFING SYSTEM, WHITE.

8. EXISTING TPO FULLY ADHERED MEMBRANE ROOFING SYSTEM, WHITE.

9. RAISED PATIO PAVER SYSTEM, SEE LANDSCAPE DRAWINGS.

10. GRASS PALETTE SYSTEM, SEE LANDSCAPE DRAWINGS.

11. RAIL W/ HORIZONTAL CABLES TO DETER PUBLIC FROM ENTERING

NON-PUBLIC SPACES, 32" HIGH A.F.F., ALUMINUM FINISH.
12. NEW TPO FULLY ADHERED MEMBRANE ROOFING SYSTEM, WHITE.
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