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MATERIAL _NOTES:

1. COMMON FILL — MATERIAL EXCAVATED ON SITE WHICH IS FRIABLE, NATURAL SOIL COMPOSED OF GRAVEL, SAND,
OR SILTY OR CLAYEY GRAVEL AND SAND; FREE FROM DEBRIS, CONCRETE OR OTHER RUBBLE, ORGANIC MATTER,
MUCK, PEAT, EXCAVATED ROCK AND BOULDERS OF 6 INCHES IN MAXIMUM DIMENSION OR GREATER.

2. CRUSHED GRAVEL: CLEAN HARD CRUSHED GRAVEL; FREE FROM SILT, TOPSOIL, CLAY, AND ORGANIC MATTER,
UNIFORMLY GRADED FROM COARSE TO FINE WITHIN THE LIMITS SPECIFIED IN ASTM C136.
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1. COMMON FILL — MATERIAL EXCAVATED ON SITE WHICH IS FRIABLE, NATURAL SOIL
COMPOSED OF GRAVEL, SAND, OR SILTY OR CLAYEY GRAVEL AND SAND; FREE FROM DEBRIS,

CONCRETE OR OTHER RUBBLE, ORGANIC MATTER,
BOULDERS OF 6 INCHES IN MAXIMUM DIMENSION

MUCK, PEAT, EXCAVATED ROCK AND
OR GREATER.

2. COMMON FILL — SAME AS NOT 1 EXCEPT THIS LAYER SHALL BE FREE OF EXCAVATE

ROCK OR STONES OF 4 INCH IN MAXIMUM DIMEN
ROAD SURFACE RESTORATION NOTES:

SION OR GREATER

1. WIDTH OF TRENCH AT STREET LEVEL SHALL BE KEPT AS NARROW AS POSSIBLE.

2. PAVEMENT UNDER THE ITEMS OF WORK SPECIFIED IN THE CONTRACT DOCUMENTS ARE TO

THE LINES SHOWN.

3. DEPTHS OF GRAVEL SHOWN ARE MINIMUM COMPACTED THICKNESSES.
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