<
<
0]
il
11}
2 £
< ;3
Sk
4
RNAMENT (ALLOWANCE) 3 5z3
e
5SS
OPPER STANDING SEAM
TN W/ COPPER RIDGE CAPS
-
L
7y}
=
L =
L
A "
S 7 o3
I 1 ] SEE DETAILS FOR WINDOW H-1, A8.0 (O]
SPANDREL PANEL SPANDREL PANEL SPANDRELPANEL || | PSL CORNER COLUMNS W/ VENTED =
BREAK METAL COLUMN COVER, 9
S 7 TYP. (4) SIDES, PAINTED TO MATCH WINDOW 14
/ - — . - — _ Kk;“#“;“—“”*—“—* IXED WINDOW W/ TINTED o
f [ I | I | )
1T ] DOUBLE GLAZING
NEW ROUND VENT SEE DETAILS FOR WINDOW G, A8.0
INNInyNneen LA Z
I s S e B e s W J—U—H—U—U—H—U—U—H—u—u 4"' o o
ANDERSON (OR EQUAL) SINGLE HUNG W/ SASH LIMITERS AT L T =
DOUBLE GLAZING W/ SCREENS e UPPER FLOOR EL. <
PREMIUM COLORS FOR CLADDING, TYP. ; : —— SPANDREL SPANDRE| |SPANDRE} ﬁF?A\INDEIT_ : Y 31811 >
USE FLASH WINDOW KIT TO ASSURE NO LEAKS TOJU T U0 £ =
\\& - Lu_LLu_u_LLu_u_LLu_u A |_—WESTERN RED CEDAR PERFECT AS 5" T/W, =
I — = L] ' pd DIPPED IN CABOT CAPE COD GRAY =]
CLADDING, DIPPED IN CABOT CAPE ol g pd INSTALL PER MANF. RECOMMENDATIONS
COD GRAY, INSTALL PER MANF. ¥ ;
RECOMMENDATIONS i p T - , %
WALL MOUNTED LIGHT FIXTURE \ I 1| | |_—1ED CAN LIGHT (TYP.) g
6" HEAD W/ 4" COVE \ =_— = e —
MOULDING, TYP. i
| ] 5
6" WINDOW TRIM, TYP.—_ — TANEL 1| AR ] SP&*/E‘ND{L%

MAIN FLOOR
EL. 302'-4"

\
\ 7 1

4" SILL, TYP.

|_—STONE AND MORTAR

EXISTING STONE WALL
TO REMAIN

d%\\)

{
i
4%( [

e - I
o > 5 qﬁ% L/LEM% = B U o
\ | | 262
p— \\ I l_ 7 7 l—\l_ N mﬂ(
I I R N [ T 11 I Z ' N [ L TJ1 [ [
o e e e T
] \__ SEE DOOR SCHEDULE, A8.0 STONE SILLJ \—NEW KAWNEER CURTAIN R P'T=
CONCRETE STEPS W/ RAILING STONE AND MORTAR WALL, SEE WINDOW B, A8.0 w
{ WEST ELEVATION R
SCALE: #" = 10" EL. 283-7"

WHITING HALL STAIR & ELEVATOR TOWER
ADDITION & RENOVATIONS

dat
A€ ocT. 1st 2013

*Date Revision

04.00.14 | A4.(

PRICING &
PERMIT SET




<
<
)
il
m =
Q D -
Z 3
« i
o ZZo
S <33
T T T 1 Z z 53
[T T T = TJ8
g O &2
. B (&) S a S
ORNAMENT (ALLOWANCE) [T T T
SNOW GUARD > A % =
T T 1
COPPER STANDING SEAM A [ ‘I'_)
\ / I : I : I | I | I -
ﬂ [ =
C T T T 1 o’
ESSEX GREEN WOOD FASCIA \ E
GLASS PANEL IN STAIRWELL \"\ o3
W/ DARK TINT, SEE WINDOW I, A8.0 —= — > — (zD
\.\ L i z —
PSL CORNER COLUMNS W/ VENTED // \. e e e —_— 9
BREAK METAL COLUMN COVER, = : > S B e —— —— E
TYP. (4) SIDES, [ = T T T T T T
PAINTED TO MATCH WINDOW / — i |:|:|:|:|:|:|
I
I ———
I
C T T T T 1

AP TUSH O LT e I LT

FIXED WINDOW W/ TINTED IR NAR AN (MR N[NNI

D0LREGuZIG R AR AR AN

SEE WINDOW G, A8.0 [T e e I LU_H_U_U_H_U_U_H_LL
e L DA TP (] T ]

313-11" ] 11 1| 1| o — — o o o
WESTERN RED CEDAR pANDR;ﬁﬁ%%Jj% IR IR B B BRI LTI E L VN T T Ty \ =

ADD/ALTERNATE: NEW WINDOW
INSTALLATION, EXISTING EXTERIOR
TRIM TO REMAIN, TYP., PTD.

Z
Jum
=
N
" PANEL U |/ U m
PERFECT AS 5" T/W, NN s~ Jo_ = el . \VZ N PN » — = =
DIPPED IN CABOT N — — a ‘ Q - _ QU= E =
CAPE COD GRAY @ C) [ LN L
INSTALL PER MANF. N ] ALL RAILS, POSTS, ROOF EAVE & -
RECOMMENDATIONS — LU LD O (DL L T T e ——" : CEILING TO BE PAINTED MATCH =
;\ UL (D T T B[N/ ERAN EXISTING COLORS. TYPICAL ALL -
T T U L T il EXTERIOR WOOD SURFACES Q
J_H_U_U_H_U_U_H_U_LL T A a 7))
LED CAN LIGHT (TYP.) — :I:I:\\\I:I:I:I:I:I — . y —
\ N e H H H H
1 1 | I | I | I | I\\I I | I | I | I | I L
| I T T TNT T T T T
8 ENTRANCEKAWNEER | yawrioor /1] T e
FULLGLASSDOOR . etsoz AT 11 [1] NN EnNnEnEnan=— — = — — CL LT — — — = = = e — _ = = o - o
W) SIDE LIGHTS ) = \ \ 1 AN I —— L
DARK GREEN————| = e g = = '\ = I - = (R - =
B - e . T e 5
_ — | B GG; jDDQD -
STONE AND MORTAR ;% = —
| = x il | [ [ 2 | H x 2
2 e — I =t A ]D D L * * B — ] m E o
= | 11 H 35 i IR \ \ <F
il e B o S
— \ ] TR
. T [ ] [ ] [ \ ] z
LOWEF\’I F'I'_OOR ! ’_')D[ . - I - e e e - - - - - ﬁ LI.I
EL. 2924 [ S
4 - L BN - — = - -
PATIO \'NAIFL HEIGHT — w
EL.290-10 @T REPAIR BAY WINDOW TRIM AS NEEDED ROUND WINDOWS TO REMAIN NEW ROOF & COLUMN SUPPORTS OVER ENTRY BELOW. REMOVE PORCH TRIM & FLOORING FOR INSPECTION OF DECAY EXTENT. < >
PROPOSED FINISHED GRADE AND REPAINT TO MATCH EXISTING COLORS RE-FLASH ALL CONNECTIONS AS REQUIRED FOR NEW REPAIR AND/OR REPLACE DECAYED FRAMING & CONDITIONS. » S
WATER PROOF CONDITION COORDINATE WITH STRUCTURAL ENGINEER PRIOR TO NEW WORK. aF
NEW STONE WALL — ELEVATOR PIT <0
W/ Cap . { SOUTH ELEVATION TQ
” SCALE: " = 10" o0 <
=
BASEMENT FLOOR I:
o EL. 283'—1 o g

dat
A€ ocT. 1st 2013

*Date Revision

04.09.14 | A4 . 1

PRICING &
PERMIT SET




ORNAMENT (ALLOWANCE)

SNOW GUARD

COPPER STANDING SEAM
ESSEX GREEN WOOD FASCIA

GLASS PANEL IN STAIRWELL

W/ DARK TINT, SEE WINDOW H-2, A8.0\

\ R
)~

ol

NEW 2x4 STUD WALL TO ALLOW FOR R-20

SPRAY FOAM INSULATION (SEE SHEET
1/A7.1 FOR FRAMING DETAILS), FRAME
AROUND EXISITING ROUND WINDOW
OPENINGS, SPRAY FOAM ROOF RAFTERS

TO 12" BELOW NEW ADDITION ROOF LINE

ON THIS WALL ONLY
EXISTING SHINGLE ROOF

R-40 SPRAY FOAM INSULATION IN
EXISTING ROOF RAFTERS W/ 5/8"
GWB COVER, SEE SHEET 1/A7.1

NEW 2x4 STUD WALL W/ 5/8" GWB
TO ROOF RAFTERS TO ALLOW FOR

ARCH OPENING AND TRIM TO REMAIN
VERIFY IN FIELD WITH ARCHITECT

(E) WINDOW/DOOR TRIM TO REMAIN

IN PLACE IF NECESSARY COORDINATE
CONDITION OF WALL FURRING & RETURN
DETAIL AT WINDOW & DOOR TRIM
LOCATIONS WITH ARCHITECT -TYPICAL

(E) WAINSCOT TO REMAIN IN PLACE
REVIEW WITH ARCHITECT AS REQ'D
FOR CONDITION TO REMAIN

SPANDREL PANEL

-

—

|

COLIN P. LINDBERG, A.LA.

208 FLYNN AVENUE, SUITE 2B
BURLINGTON, VT 05401

802-864-4950

PRICING & PERMIT SET

EAST ELEVATION

EXISTING CHIMNEY TO REMAIN

PANDRH

PANEL|

[
|

L

PSL CORNER COLUMNS W/ VENTED R-20 SPRAY FOAM INSULATION,
BREAK METAL COLUMN COVER, TN SPANDREL PANEL SEE SHEET 1/A7.1
TYP. (4) SIDES, PAINTED TO MATCH WINDOW XX
CAPFLASH —— 0 7 1
FIXED WINDOW W/ TINTED LMMM_L%LH_UJ_LH_U_LLH_M
DOUBLE GLAZING, LT T
SEE WINDOW G, A8.0 \J_U_LLU_U_H_U_U_LLU_H MLU_U_LLU_U_LLU_LL — 3" MINERAL WOOL AT EXISTING WALLS
WESTERN RED CEDAR PREFECT AS LTI DOUBLE Z I e 2o TYPICAL DOUBLE
5" TW DIPPED IN CABOT CAPE COD 177 SQFT. R s 251 SQFT, 177 SQFT.
GRAY, INSTALL PER MANF. | LD T 00
RECOMMENDATIONS
UPPER FLOOREL\ SPANDREL|SPANDREL SPANDREL 1 /
313-11" ANDRH PANEL PANEL PANEL
PANEL [,
O IO IO IO iy | | —
3" MINERAL WOOL AT EXISTING WALLS
-TYPICAL
- LUJ_LU_UJ_LU_UJ_LU_H MLU_UJ_LU_UJ_LU_LL 101 + 115 109 101
TRIPLE o HALL DOUBLE TRIPLE
LED CAN LIGHT (TYP) —— 301 SQ.FT. O\j 204 SQJFT. 301 SQ.FT.
POANEL || [PANEL || - PANELT e
i
o ¢ NNy LIUiI | —] — ) =
EL. 302'-4" 1 ]
STONE AND MORTAR — T — J
TO MATCH Jmu 4 ﬁﬁg 3" MINERAL WOOL AT EXISTING WALLS
EXISTING BUILDING —_| ;@E fL -TYPICAL
KAWNEER FULL GLASS \jﬁ — |
g [ I = PASSTHROUGH IN (E) WINDOW
FIXED GLASS PANELS 2 =y 1 = — —
DARK GREEN, — T j@ e e SINGLE & DOOR OPENINGS W/ TRIPLE
SEE WINDOW F, A8.0 \ B K 95 SQ.FT. DOOR, TYP. 244 SQFT.
- H | — w (E) TRIM TO REMAIN ON I
— —jj — == . KITCHEN SIDE .
oweRFLooR L — ——— e — A" I (E) DOOR OPENINGS TO REMAIN
e - PROPOSED FINISHED GRADE stonesiL / v NEW SHELVES TNSTALLED
STONE AND MORTAR TO [ NEW KAWNEER CURTAIN
MATCH EXISTING BUILDING WAL, SEE WINDOW C A8.0
i { EAST ELEVATION W/ N-S SECTION ) N-S SECTION THRU DORMER
SCALE: 7' = 10" SCALE: 7" = 1'-0"
BASEMENT FLOOR —
EL. 283'-7"
5SS
~
/
7 I f\_

REPAIR COPPER FLASHING AND
CAP AS NECASSARY. RE-POINT
MORTAR JOISTS AS NECASSARY.

ADD/ALTERNATE: NEW WINDOW
INSTALLATION, EXISTING EXTERIOR
TRIM TO REMAIN, TYP., PTD.

REVERSE DOOR SWING

COORDINATE DOOR MODIFICATION
REQUIREMENTS FOR NEW HARDWARE

TO BE SELECTED BY ARCHITECT

[ ALL RAILS, POSTS, ROOF EAVE &
CEILING TO BE PAINTED MATCH

EXISTING COLORS. TYPICAL ALL

EAST ELEVATION

SCALE: 316" = 1-0"

EXTERIOR WOOD SURFACES

NEW STEPS, FINISH AND COLOR
TO BE REVIEWED BY ARCHITECT

ﬂEW RAIL TO MATCH VINTAGE OF HOUSE

04.09.14

PRICING &
PERMIT SET

WHITING HALL STAIR & ELEVATOR TOWER
ADDITION & RENOVATIONS

dat
A€ ocT. 1st 2013

*Date Revision

A4.2




EXISTING SNOWGUARD

ADD/ALTERNATE: NEW WINDOW
INSTALLATION, EXISTING EXTERIOR
TRIM TO REMAIN, TYP., PTD.

ALL RAILS, POSTS, ROOF EAVE &
CEILING TO BE PAINTED MATCH
EXISTING COLORS. TYPICAL ALL

EXTERIOR WOOD SURFACES TN

]

REUSE EXISTING HEAD FEATURE

L. ]

CLADDING, DIPPED IN CABOT

CAPE COD GRAY INSTALL PER

MANF. RECOMMENDATIONS

ANDERSON (OR EQUAL) SINGLE

HUNG W/ SASH LIMITERS

DOUBLE GLAZING W/ SCREENS

|

RELOCATED GAS METER TO THIS
SIDE, EXACT LOCATION TO BE
DETERMINED

CLEAN AND RE-POINT STONE
AS NECASSARY

T

1

\
\

]

PREMIUM COLORS FOR CLADDING,

[——] N

S — T
[N

L]

—_
LT
I}
=

L

EXISTING STONE WALL W/ CAP

NEW STONE WALL W/ CAP

/NEW CONCRETE STAIRS W/ RAIL

NORTH ELEVATION

SCALE: 7" = 10"

\— REPAIR BAY WINDOW TRIM AS NEEDED

AND REPAINT TO MATCH EXISTING COLORS

N\

USE FLASH WINDOW KIT TO ASSURE
NO LEAKS, NEW 6" HEAD W/ 4" COVE
MOULDING, W/ 6" TRIM AND 4" SILL

1117

—

313-11"

— —F— MAIN FLOOR
EL. 302'-4"

EL. 292'-4"

L]

L

— 1 |

i

PROPOSED FINISHED GRADE

N ANDERSON (OR EQUAL) SINGLE HUNG W/ SASH LIMITERS
7DOUBLE GLAZING W/ SCREENS

PREMIUM COLORS FOR CLADDING, TYP.

L USE FLASH WINDOW KIT TO ASSURE NO LEAKS

UPPER FLOOR EL.

~— LOWER FLOOR

04.09.14

PRICING &
PERMIT SET

COLIN P. LINDBERG, A.LA.

208 FLYNN AVENUE, SUITE 2B
BURLINGTON, VT 05401

802-864-4950

PRICING & PERMIT SET

NORTH ELEVATION

WHITING HALL STAIR & ELEVATOR TOWER
ADDITION & RENOVATIONS

dat
A€ ocT. 1st 2013

*Date Revision

A4.3




	WHITING A4.0
	WHITING A4.1
	WHITING A4.2
	WHITING A4.3

