EXCLUSIVE

$59.98

View Q&A

$56.93

Save $3 on eligible purchases made with your Leases Above Card. Learn more.

Portfolio: 11.4 in H Frosted Integrated Outdoor Light ENERGY STAR

Our opaque finish is weather resistant and sturdy. The frosted glass diffuser is elegant to the eye. It is one of the best outdoor lighting solutions for home security and outdoor leisure.

LOWE'S PLANS & SERVICES

Add to Cart

Free from lifetime.

exterior lights
Wood Double Hung

3 Wide and 4 Wide

<table>
<thead>
<tr>
<th>MD (mm)</th>
<th>RS (mm)</th>
<th>W</th>
<th>H (mm)</th>
</tr>
</thead>
<tbody>
<tr>
<td>6-3/4 (173)</td>
<td>34 1/4 (870)</td>
<td>ELDH338 2W</td>
<td>7-1/2 (191)</td>
</tr>
<tr>
<td>6-3/4 (173)</td>
<td>34 1/4 (870)</td>
<td>ELDH223 4W</td>
<td>7-1/2 (191)</td>
</tr>
<tr>
<td>6-3/4 (173)</td>
<td>34 1/4 (870)</td>
<td>ELDH223 4W</td>
<td>7-1/2 (191)</td>
</tr>
<tr>
<td>6-3/4 (173)</td>
<td>34 1/4 (870)</td>
<td>ELDH223 4W</td>
<td>7-1/2 (191)</td>
</tr>
</tbody>
</table>

Details and Easements not to scale.
Special sized units available within and outside of CN marine. Please contact your Marvin dealer.
Minimum frame size: 17 1/4" x 27 1/4"
Maximum frame size: 53 1/4" x 83 1/4"
Optional Double Hung IGUs and SDLs are available in a standard rectangular cut shown. Other available size cuts shown on page 3.

When ordering 6 1/4" (167 mm) or 6 3/4" (173 mm) jamb add 1/4" (6 mm) to width and 1/4" (3 mm) to height for Rough Opening, Frame Size and Masonry Opening.

E = These windows meet National Egress Codes for fire evacuation. Local codes may differ.
Available in equal, cottage, and reverse cottage sash configurations. Cottage and reverse cottage sash configurations are not available below CN 36 height and above CN 68 height.

For further details and drawings visit the "Tools and Documents" section at Marvin.com.

Construction Details

Multiple assemblies can be factory mullled.
MAXIMUM ROUGH OPENING not to exceed 113 1/4" x 76 1/4" Maximum up to 5 units wide by 1 unit high.
MAXIMUM ROUGH OPENING not to exceed 84" x 92"
Field mull kits are available. Structural mullion reinforcement is required for some assemblies.
Please consult your local Marvin representative for more information.

January 2020