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	CITY OF BURLINGTON

DEPARTMENT OF PUBLIC WORKS
645 Pine St. Suite A

Burlington, VT 05401

802.864.0166 VOX

802.865-7159 FAX

802.863.0450 TTY



	
	
	Chapin Spencer
DIRECTOR OF PUBLIC WORKS

	
	
	Claude Raineault

FLEET MANAGER





The City of Burlington, Department of Public Works, respectfully requests a quote on a new current year Combination Sewer Cleaning Truck.  The truck must meet the following specifications as close as possible. A complete spec of the chassis must accompany your quote.  Please list all available finance options including interest rates and  principal amounts with payment schedule. The City will be trading a 2009 International Vactor model 2112J6.  Any Demo units that are available that meet or come close to the specifications will be considered. . Specify an accurate delivery date of completed truck along with the quote. Any exceptions to the spec please identify and note. The City of Burlington has the right to accept and or reject any and all quotes and award to the vendor with the unit that best serves the needs of the City. Quotes can be sent attention Claude Raineault, Burlington Public Works, 645 Pine St. Burlington, Vt. 05401. Quotes are due by June 21,2016.  Quote must be valid for a minimum of 90 days.  Any questions contact Claude Raineault at 802-864-0166 or cell 802-735-4018.
       Chassis:

1. Conventional cab design

2. Engine: 365HP 1250 ft. lbs. torque minimum
3. Transmission: Allison 3000 RDS series close ratio 6 speed with synthetic oil. Control module to be located in cab of truck.
4. Front axle, 20,000 lb. capacity

5. Differentials: tandem axle design, 46,000 lb. capacity 6.14 ratio
6. Aluminum fuel tank 100 gallon
7. Heated mirrors

8. Brake system, dual air system for straight truck application.

9. Air tank drain valves with cable drains.
10. Air dryer,Wabco heated with spin on cartridge.  Must have extended purge
11. Brakes, rear, air s-cam 16.5” x 7.0” quick change type shoes, with 30 sq. in. long stroke 

12. Spring actuated parking brake chambers and automatic slack adjusters.

13. Brakes, front air s cam 16.5”x6” with long stroke chambers.

14. Air brake ABS as required by DOT.

15. Air compressor, minimum 15.9CFM dual psiton design.
16. Steering column tilting and telescoping.

17. Steering gear, dual power

18. Transmission oil cooler.

19. Engine block heater.

20. Fan drive, viscous.
21. Alternator: minimum 160 amp 12volt..
22. Batteries: 3- 31 series batteries mounted in battery box

23. Am/fm radio

24. Backup alarm

25. Horn: electric and air 

26. Circuit breakers with trip indicators
27. Air ride drivers and passenger seats with lumbar support
28. Air conditioning

29. Power windows

30. Vertical exhaust stack with rain cap on right side 

31. Blue tooth in cab

32. Motorola two way radio, 5 channel programmed to city channels. Radio and antenna  location to be  determined by DPW staff.
      Water system:

1. Pump: 80 gpm, 2500 psi. with variable flow control
2. Water pump must have ability to pulsate and provide continuous flow either through  accumulator or pulsation valve

3. Pump pressure relief valve

4. Front rodder hose reel to have hydraulic extend and rotate.  15” hose reel with 800 ft capacity  1”x600” piranha hose (2500psi)
5. Rodder hose pinch roller

6. Hose wind guide (dual roller)

7. Low water alarm with pump flow indicator

8. Air purge system

9. Rodder pump drain valves

10. Cold weather recirculation system to be pto driven with minimum 25 gpm flow
11. Rodder hose reel manual hydraulic control extend and retract

12. Rodder hose mechanical and digital counters
13. Hand gun hose reel with spring retract ½ X50 ft of hose handgun and nozzle
14. Hand gun couplings rear, mid ship and front of truck

Water storage:
1. 1500 gallons water storage

2. Water level gauges drivers side and right side 

3. 3” Y strainer with 25 Ft. fill hose at tank
4. 3” Y strainer with drain valve at pump 

Fan system:

1. Multi stage fan assembly, hydraulic driven.

2. Fan flush out system

3. Vacuum relief system 
Debris tank:

1. 12 yard debris tank with 60 inch dump height

2. Float level gauge

3. Debris body flush out system

4. Rear door with hydraulic locks, power up and down open and close

5. Debris body deflector plate

6. 6 inch knife valve with cam loc on rear door @ 3 o clock position

7. Centrifugal separators made with stainless steel

8. Rear door splash guard

9. Double acting debris body hoist cylinder
Boom:

10. Telescopic boom 10 Ft.180 degree rotation. 8” suction hose with rotatable boom inlet hose
11. 4 way electric/hydraulic boom control
12. Wireless controls for boom, hose reel, vacuum and water  functions

13. Remote pendant with 35 Ft. cord for boom and water controls
14. Boom transport post with latch

Misc:
1. Vacuum tube storage to include folding pipe racks street side, curb side and rear door

2. 8” aluminum vacuum tubes including (1) 3 foot section, (2) 5 foot sections, (2) 6 foot sections.  (1) 3 foot catch basin nozzle, (1) 6 foot catch basin nozzle
3. (8) quick release clamp assemblies for vacuum tubes
4. 6” x50’ lay flat drain hose

5. Nozzles, 30 degree sanitary nozzle with carbide inserts, 15 degree penetrator nozzle with carbide inserts.
6. Nozzle storage rack\

7. 1” x 10’ leader hose

8. Flexible hose guide  (tiger tail)

9. Aluminum fenders with mud flaps

10. 24” x 26 x 69” curb side aluminum toolbox

11. 60” x 20” x 12” deep drivers side sub frame mounted tool box

12. Camera system  front and rear of truck

13. Lube manifold for greasing pivot points. Lube chart
14. Tachometer and hour meter for pump, pto and engine
15. Circuit breakers

16. All wiring and electrical components to meet NEMA4 specifications

17. Rear traffic arrow, split directional with LED lights

18. Waterproof rechargeable wireless handheld LED flashlight (streamlight) with 12 volt charger and plug
19. Rear bumper LED flashing lights

20. All components on truck to be painted separately.  No hoses or electrical harnesses to be painted over. 

21. Amber LED flashing lights mounted mid ship above  cab

22. Work lights, LED  style to include (2) boom, (2) rear door, (1) operator station and (1) at hose reel for man hole

23. All lighting to be of  LED style

24. Safety cone storage rack, drop in style

25. Magnetic manhole lifter

26. DOT safety kit with 5# fire extinguisher
27. Price option hydro  excavation kit with hose reel, gun and nozzle

28. Service manuals, complete set covering diagnosis, operator, repair, parts, schematics. Both hard copy and disc.

29. Delivery to be made by a certified factory representative and include a minimum of 8 hours of operator training and 8 hours mechanics training.

30.  Vermont Municipal registration, all document fees and valid state inspection.

An Equal Opportunity Employer

This material is available in alternative formats for persons with disabilities. To request an accommodation, please call 802.863.9094 (voice) or 802.863.0450 (TTY).
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