Exhibit 4
TIF Work Plan for Park

REMOVE ALL STEPPED CURBING, ASPHALT PAVING AND BASE;
BLEND GRADE WITH TOPSOIL INFILL FROM EXISTING CONDITION
AT SEAWALL TO EXISTING DRAIN IN CENTER OF PARK; IDEAL
MAX SLOPE 3%

INVASIVE DECIDUOUS TREE TO BE REPLACED-IN-KIND, TYP.
EXISTING POLE LIGHT TO BE SALVAGED AND RELOCATED, TYP.

—— PROPOSED 3-1/2" - 4" DECIDUOUS COLUMNAR TREE
SET IN STONEDUST OR PLANTING BED, TYP.

PROPOSED LIMIT OF WORK

—— FUTURE PROMENADE / BOARDWALK

ROTH FAMILY STONE BENCH (RELOCATED
,,,,,,,,,,,,, S FROM MARINA PLAN)

|y — ~ I < = ]
— w# X
= ~ ) , STONE DUST PAVING
| \ + ) + | oL TR AR
| \/\K/ b \ DY Y - //"'\
| AT B >
B
4‘ VO
|
I o N
[0 X il i
|
L |
| |
L 1
Hi
|| |
| i EXISTING TREES T
WA -~ END OF EXISTING CURB TO |
iy y ; i BE REMOVED D—j
% — O LAWN T ——— CONCRETE SIDEWALK, TYF|
A
'\ Nrwi]i [ .
|
:
EXISTING ASPHALT '
#4—— 11" WIDE MULTI-USE ;
I VEHICULAR PAVING; GRADE
1 TO MATCH EXISTING
1 SERVICE DRIVE
= == = EE ==


Jack
Polygon

Jack
Rectangle

Jack
Polygon

Jack
Rectangle

Jack
Rectangle

Jack
Rectangle

Jack
Polygon

Jack
Line

Jack
Line

Jack
Line

Jack
Line

Jack
Rectangle

Jack
Rectangle

Jack
Rectangle

Jack
Rectangle

Jack
Rectangle

Jack
Line

Jack
Polygon

Jack
Typewritten Text
EXISTING ASPHALT

Jack
Typewritten Text
Exhibit 4
TIF Work Plan for Park

Jack
Rectangle

Jack
Rectangle

Jack
Rectangle


